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Abstract

We consider in this paper how to leverage heteroge-
neous mobile computing capability for efficient process-
ing of real-time range-monitoring queries. In our environ-
ment, each mobile object is associated with a resident do-
main and when an object moves, it monitors its spatial re-
lationship with its resident domain and the monitoring ar-
eas inside it. An object reports its location to server when-
ever its movement affects any query results (i.e., crossing
any query boundaries) or it moves out of its resident do-
main. In the first case, the server updates the affected query
results accordingly while in the second case, the server de-
termines a new resident domain for the object. This dis-
tributive approach is able to provide accurate query re-
sults and real-time monitoring updates with minimal loca-
tion update and server processing costs. In addition, the
new scheme allows a mobile object to negotiate a resident
domain based on its computing capability. Thus, a more
capable object can have a larger resident domain reduc-
ing its chance of having to request a new resident domain
because of moving out of it. This feature makes the new
approach highly adaptive to the heterogeneity of mobile
objects. In our performance study, we compare it with an
existing approach using simulation. The study shows that
the new technique is many times better in reducing mobile
communication and server processing costs.

1. Introduction

Consider a computing environment with a large num-
ber of location-aware mobile objects. We want to retrieve
the mobile objects inside a set of user-defined spatial re-
gions and continuously monitor the population of these
windows over a time period. In this paper, we refer to such
continuous queries asrange-monitoring queries. Efficient
processing of range-monitoring queries could enable many
useful applications. For instances, a teacher, on a field trip,
can monitor several groups of children in different rooms
of a museum; a pilot, as part of the preparation for landing,
might want to be informed of other airplanes in the airport
area for the next several minutes; a restaurant might want
to know about people in its vicinity during lunch hours in
order to send advertising messages; in digital battlefields, a
commander might want to continuously monitor the immi-
nent bombing areas and alert the friendly vehicles within
those regions; similarly, we might want to track traffic con-
dition in some area and dispatch more police to the region
if the number of vehicles inside exceeds a certain thresh-
old. In such applications, it is highly desirable and some-
time critical to provide accurate results and update them
in real time whenever mobile objects enter or exit the re-
gions of interest.

Unlike conventional range queries, a range-monitoring
query is a continuous query. It stays active until it is termi-
nated explicitly by the user. As objects continue to move,
the query results change accordingly and require contin-
uous updates. A simple strategy for computing range-
monitoring queries is to have each object report its po-



sition as it moves. The server uses this information to
identify the affected queries, and updates their results ac-
cordingly. This simple approach requires excessive loca-
tion updates, and obviously is not scalable. Each location
update consists of two expenses - mobile communication
cost and server processing cost. If a battery-powered ob-
ject has to constantly report its location, the battery would
be exhausted very quickly. It is well-known that send-
ing a wireless message consumes substantially more en-
ergy than running simple procedures [1] [2] [3]. Further-
more, when the number of mobile devices is large, the
server would experience a severe communication bottle-
neck and an overwhelming workload of determining the
affected queries and updating their results.

To avoid excessive location updates, Prabhakaret al
proposed in [4] and [5] aQ-indexapproach, in which each
mobile object is assigned asafe region. A safe region is ei-
ther a circular or a rectangular region that does not over-
lap with the boundaries of any query. These two types of
safe regions are illustrated in Figure 1. It shows a mo-
bile objectA with its maximum rectangular and circular
safe regions. Since there is no query boundary inside a
safe region for the mobile object to cross over, its move-
ment within this region cannot affect any query result. This
property allows a mobile object to report its location only
when it exits its current safe region. Unfortunately, deter-
mining a safe region requires intensive computation. For
example, computing a rectangular safe region takes from
O(n) to O(nlog3n), wheren is the number of queries [4].
Under this scheme, whenever a mobile object moves out
of its current safe region, the server has to determine it a
new safe region. The problem is even worse considering
that adding a new query requires to re-compute safe re-
gions for all mobile objects because the new query rectan-
gle could affect all existing safe regions. With these lim-
itations, it is unlikely that this approach can be used in a
large scale real-time mobile system.
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Figure 1. Examples of Safe Regions

In this paper, we address the aforementioned problem
by proposing a scalable and adaptive technique for real-

time processing of range-monitoring queries. Our goal is
to support a location-based service capable of handling a
large number of mobile objects and monitoring queries.
Our strategy is to make each object aware of its nearby
monitoring queries. When an object moves, it monitors its
spatial relationships with these query regions, instead of its
safe region as proposed in [4] and [5]; and informs server
to update the affected query results when it enters or ex-
its a query region. This distributive approach minimizes
the expensive location updates and at the same time, it is
able to provide accurate query results and update them in
real time. In addition, allowing mobile objects to moni-
tor the query regions directly relieves the server from the
overwhelming workload of query evaluation. To make this
strategy work, however, there are two challenges:

1. While an object moves, its nearby monitoring queries
change continuously. The object must be updated
with the correct information, or the query results will
be inaccurate.

2. Mobile devices typically have vastly different com-
puting capability in terms of CPU speed and mem-
ory capacity. Thus, the number of queries that they
can carry and monitor at one time can be quite differ-
ent. Assuming all of them have only the same pro-
cessing power is unfair to the more capable ones
because caching more queries allows them to con-
tact the server less frequently for the updates of their
nearby query regions.

To address these problems, we partition the database
map into many disjoint subdomains and each range-
monitoring query is handled as a number of adjacent mon-
itoring regions, each contained by one subdomain. Each
subdomain is allowed to contain no more than a cer-
tain number of monitoring regions, which is dictated by
the least capable mobile objects, or it is recursively par-
titioned. Each mobile object is dynamically assigned a
rectangular area, which consists of one or more sub-
domains, as itsresident domain. A resident domain is
selected such that the number of monitoring regions in-
side it does not exceed the processing capability of
its host object. We have developed a new spatial ac-
cess method, calledBP-tree(Binary Partitioning tree), to
manage the domain decomposition hierarchy and the mon-
itoring regions. This index scheme allows us to efficiently
determine a suitable resident domain for an object, accord-
ing to its computing capability and its current location.
At any one time, each mobile object caches the monitor-
ing regions inside its own resident domain and evaluates
them while it moves. When an object moves out of its cur-
rent resident domain, the server searches the BP-tree and
assigns it a new resident domain. Our simulation results in-
dicate that the proposed technique is many times better



than an improved version of Q-index in terms of commu-
nication and server processing costs.

This paper is a major extension of our previous
work reported in [6], in which mobile objects are as-
sumed to have the same processing capability. The
technique proposed in this paper aims at effectively lever-
aging the heterogeneity of mobile objects for more ef-
ficient processing of range-monitoring queries. We
call the proposed methodMonitoring Query Manage-
ment (MQM) technique. We note that conventional
database management systems are designed to man-
age data, not queries. Since range-monitoring queries
are continuous queries, many can be active simultane-
ously. Existing database management systems need to
be extended with real-time query management capabil-
ity in order to support range-monitoring queries. The re-
search reported in this paper could be viewed as a step
toward enhancing databases with such functionality in or-
der to support mobile applications.

The remainder of this paper proceeds as follows. We
discuss some related techniques in more detail in Section
2. Our technique, MQM, for real-time monitoring queries
is presented in Section 3. In Section 4, we introduce the
BP-tree indexing technique. The performance results are
examined in Section 5. Finally, we give our concluding re-
marks in Section 6.

2. Related Works

Range queries have been studied extensively in geo-
graphic information systems (GIS), computer aided design
(CAD), and other conventional database systems. In these
systems, updates are infrequent and the database is rela-
tively stable. In contrast, data in a mobile objects database
change continuously. Maintaining such information in real
time is a major challenge in designing location manage-
ment systems. To capture the movement of mobile ob-
jects, three different strategies for initiating location up-
dates were studied in [7]:

• Time-basedStrategy: The stored location for each
mobile object is updated periodically.

• Movement-basedStrategy: The stored location is up-
dated after the object has performed a predefined
number of movements.

• Distance-basedStrategy: The stored location is up-
dated when the distance of the stored location from
the actual location of the mobile object exceeds a pre-
defined threshold.

In the above strategies, the location database is fixed
until it is explicitly updated by the moving objects. To bet-
ter estimate the actual location of mobile objects, the ve-
locity of objects can be modeled using a linear function of

time f(t). Then an object does not have to report its po-
sition unless the deviation between its actual location and
thecomputedlocation exceeds some threshold. Obviously,
there is an inherent trade-off between the update cost and
imprecision. A cost model was presented in [8] [9] to de-
termine the update threshold for a desired precision. In ad-
dition, [9] proposed a set ofdead-reckoning policiesfor
dynamic adjustment of the update threshold. Using vari-
able threshold was also considered in [10], in which an
object can report its location less frequently in some time
period if its movement is unlikely to affect any query re-
sult during this time interval.

At the server side, the continuous movements of mo-
bile objects are usually approximated as many linear seg-
ments. To support range query operation, many approaches
have been proposed to index the trajectory lines of each ob-
ject. For examples, [11] proposes to transform line trajec-
tories into points in a higher-dimensional space, and then
index these points using regular spatial indices. In [12],
the trajectories are indexed through their bounding rect-
angles that are time-parameterized. This indexing method
was called TPR-tree. Another indexing scheme using ex-
ternal range trees [13] was presented in [14]. Performing
range queries over historical data has also been discussed
in [15] and [16]. Other recent works on supporting spatio-
temporal data can be found in [17], [18], [19], and [20].

Although the aforementioned techniques can effi-
ciently determine mobile objects inside a query win-
dow at some time point or within a certain time interval,
they cannot be carried over to process range-monitoring
queries. These schemes demand the server to do es-
sentially all the work. It has to update the location
database at a very high rate; and for each update, de-
termine the affected queries and update their result.
Such a scheme incurs excessive server load and can un-
likely satisfy the real-time requirement. A server centric
approach is also very demanding on client communica-
tions since clients need to report their location frequently.
Although location estimation can be used to reduce the up-
date frequency, this solution is only effective when the be-
havior of mobile objects does not change frequently. For
instance, when a traffic light turns green, cars at the in-
tersection can suddenly accelerates in any one of three
possible directions. No estimation technique can reli-
ably approximate the new locations in this case. It is also
difficult to estimate locations when cars have to make un-
predictable frequent stops in a downtown area. In such ap-
plications, frequent updates are inevitable to correct the
estimation errors. In addition, using location estima-
tion can provide only approximate query results because
the location estimated at the server side using some veloc-
ity model typically has some deviation from the true po-



sition of the object1. Obviously, such an approach is
not suitable for mission critical applications. The tech-
nique we present in this paper is more robust in the sense
that it can be used for all location management applica-
tions.

Another related work is the location management in
cellular communication systems [21] [22] [23] [24]. A cel-
lular network divides the whole service area into a col-
lection of cells. Each cell has abase stationwhich com-
municates with the mobile objects in the cell. These base
stations are interconnected with high-speed backbone net-
works that serve as the bridges for the mobile users to com-
municate with each other. As a mobile device moves from
one cell to another, its point of attachment to the fixed net-
work changes. Therefore, a central issue of the cellular net-
works is how to store, query, and update the information
about the cells in which mobile objects reside. At one ex-
treme, the location information of all users is replicated
and maintained at all network sites. In this case, any one
of these databases can be queried to locate a user. How-
ever, each time an object moves into a different cell, the
location databases at all network sites must be updated. At
the other extreme, location information is not maintained,
and therefore no update cost. Locating a mobile user, how-
ever, requires paging the entire service area. To balance
the lookup and update costs, many efforts have been done
on various aspects of such location databases, such as ar-
chitecture, placement and optimization, cache and repli-
cation, and so on. A comprehensive survey on this topic
can be found in [25]. Although monitoring cellular-phone
users within a fixed cell can be viewed as astatic range-
monitoring query, the above techniques cannot handle the
ad hoc range-monitoring queries discussed in this paper.

3. Proposed Technique: MQM

In this section, we present ourMonitoring Query
Management(MQM) technique for scalable process-
ing of range-monitoring queries. In our discussion,
each range query is represented by a rectangular re-
gion. We will call a range query as a region provided
there is no risk of confusion. Without loss of general-
ity, we assume that there is only one server. As in many
mobile environments, we also assume that each mobile de-
vice has very limited computing resources in terms of
CPU speed and memory capacity, and each is able to ex-
change information with a stationary server such as re-
porting its current position and so on. The communication
between server and mobile devices are through regu-
lar wireless broadcast. In practice, more efficient protocols
such asGeoCast[26] [27] can be used for sending mes-

1 In this paper, we ignore the small inaccuracy caused by positioning
systems. Thus, each object knows itstrue position.

sages to mobile devices within a specific geographic
region.

In MQM, the entire domain space is dynamically par-
titioned into a set of disjoint subdomains. Figure 2 shows
an example of such partitioning. When a query overlaps
with a subdomain, the overlapping area is called amoni-
toring regioninside the subdomain and the query is arele-
vant queryto the monitoring region. A query could create
more than one monitoring region if it spans over more than
one subdomain. For example,Q1 makes only one monitor-
ing region,R1, while Q2 has two monitoring regions,R21

andR22. On the other hand, a monitoring region can have
multiple relevant queries if these queries overlap the same
area in a subdomain. For example, bothQ3 andQ4 are rel-
evant to the monitoring regionR32.

At any one time, each mobile object is associated with
a resident domain, a rectangular region containing the ob-
ject’s current position. A resident domain consists of one
or more subdomains and contains no more than the max-
imum number of monitoring regions that is acceptable to
its hosting object. In this paper, we measure the comput-
ing capability of a mobile object by the maximum num-
ber of monitoring regions it can load and process at one
time. When an object exits its resident domain, the ob-
ject reports its new location to the server. In response, the
server determines a new resident domain and informs the
object of the monitoring regions inside it. We note that by
caching as many monitoring regions as possible, the ob-
ject can have a maximum size of resident domain and that
minimizes its chance of having to request for a new res-
ident domain. As an object moves about its resident do-
main, it monitors its spatial relationships with the moni-
toring regions inside it. When it enters or exits these re-
gions, the object reports the server, which will then update
the affected query results accordingly.

3.1. Server Design

At the server side, the subdomains and the monitoring
regions are maintained using an index structure called BP-
tree (Binary Partitioning tree). The details of BP-tree will
be presented in the next section. In addition, we use a bi-
nary relation, calledRelevance Table, to track the queries
and their monitoring regions. We recall that a query is con-
sideredrelevantto a monitoring region if the query con-
tains the monitoring region. Each row of the Relevance Ta-
ble is a tuple of(r, q), wherer is a monitoring region andq
is a query relevant tor. Many access structures can be used
to retrieve the relevant queries efficiently given a monitor-
ing region. For example, we can hash or build a B+-tree in-
dex on the monitoring-region field. Alternatively, we can
also store the entire information in an adjacency matrix in-
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Figure 2. An Example of Domain and Query Decomposition

stead of a relational table. In the remainder of this paper,
we will refer to this structure as a table and will not con-
cern ourselves with its implementation details.

When a new range queryq is submitted, the server
searches the BP-tree for the subdomains it overlaps. For
each of such subdomains, it determines the overlapping
area, i.e., the monitoring region of this query inside this
subdomain. The server then inserts a new tuple,(r, q),
to the relevance table, wherer is the monitoring region.
If the monitoring region does not already exist, it is also
inserted to the BP-tree and the server broadcasts a mes-
sageAddMonitoringRegion(r) to inform the mobile
units that a new monitoring region is created. We will dis-
cuss how mobile units respond to server messages shortly.
We allow each subdomain to contain only a limited num-
ber of monitoring regions, determined by the minimum
computing capability of mobile devices. When the num-
ber of monitoring regions in a subdomain exceeds a pre-
determinedsplit threshold, the subdomain, sayd, is fur-
ther partitioned into two subdomainsd1 andd2. When this
happens, the server broadcasts aSplitDomain(d, d1, d2)
message to update the affected mobile objects.

When a queryq is terminated, the server searches the
relevance table and deletes all tuples containingq as the
relevant query. If a tuple, say(r, q), is deleted, and no
other tuples in the table contain monitoring regionr, then
r is also deleted from the BP-tree. In this case, the server
broadcasts a messageDeleteMonitoringRegion(r).
Deleting a monitoring region might cause a subdomain to
underflow. To prevent sparse subdomains, we merge a sub-
domain with its split counterpart if the aggregate number
of their monitoring regions drops below a predeter-
mined merge threshold. In this case, the server broad-
casts the messageMergeDomain(d1, d2, l), where d1

andd2 are the two merging subdomains, andl is the com-
bined list of monitoring regions insided1 andd2.

We assume that each mobile object is identified by a
unique identifier. The server expects two types of messages
from the mobile units, and processes them as follows:

• When an object oid enters or exits a mon-
itoring region r, it sends server a message
UpdateQueryResult(r, oid, p), wherep is the cur-
rent position of the object. In response, the server
searches the table for all queries that are relevant
to this monitoring region. If a relevant query con-
tains positionp, then the object is inside the query
region andoid should be in the query result. Other-
wise, deleteoid from the query result.

• When an object oid initializes itself or exits
its current resident domain, it sends a message
RequestResidentDomain(oid, p, n) to inquire its
new resident domain, wherep is the current posi-
tion of the mobile object andn is the maximum
number of monitoring regions it can accept. In re-
sponse to this inquiry, the server searches the
BP-tree to determine a resident domain for the mo-
bile object. The server then broadcasts the message
SetResidentDomain(oid, d, l), whered and l de-
note the new resident domain of the objectoid
and the list of monitoring regions insided, respec-
tively.

3.2. Mobile Unit Design

The design of a mobile device consists of three main
components:Initialization, MessageListener, andRegion-
Monitor. The following notations are used in the discus-
sion of these components:

• myID : the unique identifier of the mobile unit.
• myPos: the current position of the mobile unit.
• myDomain: the current resident domain of the mo-

bile unit.
• myMRs : the list of monitoring regions inside

myDomain.
• myCapacity: the maximum number of monitoring re-

gions acceptable to the mobile unit.

Initialization : This procedure is called when the mo-
bile unit is powered on:



1. Set bothmyDomain andmyMRs to null.
2. Spawn threadMessageListener.
3. Send message RequestResidentDomain

(myID, myPos, myCapacity) to the server.
4. Spawn threadRegionMonitor.

MessageListener: The mobile unit listens to these
messages and processes them as follows:

• SetResidentDomain(oid, d, l): If oid == myID,
then do the following:

– SetOldDomain = myDomain.

– SetmyDomain = d.

– SetmyMRs = l.

– If OldDomain == null (i.e., the ob-
ject is in the initialization stage), then for
each monitoring region, sayr, in myMRs,
if r containsmyPos, send server a message
UpdateQueryResult(r, myID, myPos).

• AddMonitoringRegion(r):
– Add monitoring regionr to myMRs if r is in-

sidemyDomain.

– If r containsmyPos, send server a message
UpdateQueryResult(r, myID, myPos).

• DeleteMonitoringRegion(r): Delete monitoring
regionr from myMRs if r is insidemyDomain.

• SplitDomain(d, d1, d2): If myDomain == d, then
do the following:

– If d1 containsmyPos, setmyDomain = d1;
otherwise, setmyDomain = d2.

– For each monitoring region inmyMRs, sayr,
do the following:

∗ Deleter if it does not overlap with the new
myDomain.

∗ Otherwise, replacer with the portion of the
rectangle that is insidemyDomain.

• MergeDomain(d1, d2, l): If myDomain overlaps
with d1 or d2, do the following steps:

– SetmyDomain to be the merged domain ofd1

andd2.

– SetmyMRs = l.

RegionMonitor : When the mobile unit moves, it mon-
itors its spatial relationships with its resident domain and
the monitoring regions it knows as follows:

• If the object moves out ofmyDomain, then re-
quest for a new resident domain by sending the
server a messageRequestResidentDomain
(myID, myPos, myCapacity).

• For each monitoring regionr in myMRs, it checks
if it enters or exitsr and when this happens, it sends
a messageUpdateQueryResult(r, myID, myPos)
to update the server.

Under our technique, the cost of server processing is
minimal because the queries are actually processed dis-
tributively by the mobile objects near the query areas. The
reduction in the server load allows the same server to sup-
port many more mobile objects. In addition, by having mo-
bile objects to monitor their nearby queries directly, the
query results can be updated accurately in real time. At
first, it might seem that this strategy will cause the mo-
bile devices to consume more power. On the contrary, sig-
nificant energy is saved due to substantial reduction in the
number of location updates - an object does not need to re-
port its location unless its movement affects some query
result or it moves out of its resident domain. We note that in
practice, power required by CPU is minimal compared to
sending data over the wireless radio. For example, the en-
ergy cost of transmitting 1Kb over a distance of 100 meters
is approximately 3 joules. By contrast, a general-purpose
processor with 100 MIPS/W power could efficiently exe-
cute 3 million instructions for the same amount of energy
[2]. In our case, it takes only 4 simple numerical compar-
isons to determine if a mobile object is inside a query rect-
angle.

We note thatmyCapacity of a mobile device can be
adjusted dynamically to reflect its processing capability at
different times. When the device requires more CPU cycles
and/or memory for other tasks with higher priorities, it can
negotiate with the server for a smaller resident domain us-
ing a smallermyCapacity. Alternatively, we can consider
allowing a mobile object to unilaterally reduce its resident
domain to achieve the same effect. Although this option
makes our technique even more flexible, we will not inves-
tigate it further in this paper. In the above discussion, we
also intentionally left out the users of the location-based
service. These users could connect to the server through
conventional wired networks. They could also be the mo-
bile devices mentioned in the above discussion. For com-
pleteness, the server also needs to provide the interface for
submitting queries and viewing query results. This issue is
beyond the scope of this paper.

3.3. Advantages of the MQM Approach

The performance benefits of the proposed technique
are as follows:

• Low Communication Cost: A mobile object does not
need to report to the server unless the object enters
or exits a monitoring region, or moves out of its cur-



rent resident domain. This strategy significantly re-
duces its power consumption for wireless communi-
cation.

• Scalability: The range queries are evaluated distribu-
tively relieving the server from becoming a bottle-
neck. This feature makes MQM highly scalable al-
lowing it to support a very large number of mobile
objects and range-monitoring queries.

• Reliability : MQM is more reliable than techniques
based on location estimation. These techniques typ-
ically require server to estimate the object locations
according to some velocity model in order to save
the update communication costs. For techniques on
balancing the update cost and imprecision, interested
readers are referred to [28], [8], [9], and [29]. The
query results based on the estimated locations are ap-
proximated and could be inaccurate. As a contrast,
MQM provides accurate and real-time query results.

• Simplicity : Another advantage of MQM is its sim-
plicity. It does not use any velocity models or dead-
reckoning algorithms [29].

4. BP-Tree: Binary Partitioning Tree

In MQM, whenever an object moves out of its resident
domain, the server needs to determine a new resident do-
main and retrieve its enclosed monitoring regions for the
object. The resident domain should be as large as possible
but contain no more than a certain number of monitoring
regions, depending on the processing capability of the ob-
ject. In our research, this operation is supported efficiently
by modifying Quad-tree [30] to index the decomposed do-
main and monitoring queries. We call the new index struc-
ture as BP-tree (Binary Partitioning tree) in this paper. In
this section, we present its data structure in details and dis-
cuss how it can be used to determine a suitable resident
domain for an object. A formal description of BP-tree op-
erations can be found in Appendix.

A BP-tree consists of two types of node:domain node
anddata node. All internal nodes are domain nodes and
all external nodes are data nodes. The data structure for
a domain node consists of two entries, each has the form
(R, P ), whereR holds the upper-left and lower-right co-
ordinates of a rectangular subdomain, andP links another
domain node or a data node. Each domain node represents
a decomposition of a parent subdomain. As illustrated in
Figure 3, the decomposition of subdomaind2 consists of
two subdomains,d21 andd22, each stored in one entry of
the domain node representingd2. In addition to the two en-
tries, each domain node also uses a variable,size, to record
the total number of monitoring regions indexed under this
domain node. A data node stores the monitoring regions
that are inside its parent subdomain. A data node contains
an array of rectangles, each holding a monitoring region,

and a variablesize, recording the total number of moni-
toring regions. As an example, the data node linked by the
domain entry ofd11, as shown in Figure 3, is used to store
all monitoring regions insided11. We note that the size of
data nodes is limited by the minimum processing capabil-
ity assumed for mobile objects. This parameter is used to
determine the split threshold for data nodes. Thus, a mo-
bile object can load at least one data node.

Domain D

d11 d21

d121
d122 d22

D is split into d1 and d2
d1 is split into d11 and d12
d2 is split into d21 and d22
d12 is split into d121 and d122

d1 d2

d11

d121 d122

d21 d22

domain node

data node

d12

Figure 3. A BP-tree Example

With this data structure, the operation of searching for
a suitable resident domain for a mobile object is quite sim-
ple. Given a mobile object at positionp and its process-
ing capabilityn, we can determine its resident domain by
searching from the root of BP-tree. If the number of mon-
itoring regions inside the root domain is acceptable to the
object (i.e., no larger thann), the root domain becomes the
object’s resident domain. Otherwise, we descend the tree
to check the subdomain that contains positionp. The sub-
domain is the object’s resident domain if the object can
load all monitoring regions inside it; otherwise, we check
the child domains of the subdomain and this operation is
done recursively until we find a subdomain in which the
number of monitoring regions is acceptable to the object.
We note that in the worst case, a mobile object takes a leaf
subdomain as its resident domain. When a resident domain
is determined, we then retrieve all monitoring regions in-
side it and send them to the requesting object.

5. Performance Study

To evaluate the performance of our Monitoring Query
Management approach, we compare it with the Q-index
technique [4] [5]. As we are also interested in how the
overall system performance is improved by taking advan-
tage of the heterogeneous mobile computing capability, we
implemented two versions of MQM:

• Plain MQM : This version allows each mobile ob-
ject to cache and process only the monitoring regions
stored in one data node. That is, it exploits only the
minimum mobile computing capability, which is dic-
tated by the least capable mobile device.



• Adaptive MQM: In this implementation, each mobile
object is allowed to load monitoring regions as many
as possible, according to their true computing capa-
bility. This is the proposed scheme in this paper.

5.1. Performance Metrics

The performance metrics selected for this study are the
server processing costandcommunication costs. We dis-
cuss them as follows:

• Server Processing Cost: This cost is measured as
the total number of index-tree nodes accessed in or-
der to process requests from the mobile objects. This
is a good measure of the server processing cost be-
cause server operations involve mainly navigating the
BP-tree and processing the data stored in the leave
nodes. The cost of searching the Relevance Table is
ignored because it can be implemented as a hash file,
and takes onlyO(1) to retrieve the relevant queries
for a given monitoring region.

• Server Communication Cost: This cost is measured
as the total number of messages transmitted from the
server (to the mobile units). This is a good measure
of the relative server communication cost because our
messages are very short. For example, if we use 16
bytes to identify a monitoring rectangle, then it takes
only 800 bytes to represent a full data node with 50
entries.

• Mobile Communication Cost: This cost is measured
as the total number of messages sent by the mobile
objects to the server. Again, this measure reflects the
relative mobile communication cost quite accurately
because our messages are very short.

We differentiate the two types of communication costs be-
cause sending a message requires a mobile device substan-
tially more power than listening and receiving a message.
The rationale for these three performance metrics is as fol-
lows:

• Scalability Measure: The server processing cost and
server communication cost are good indicators of
whether the server can become a bottleneck. They are
good measures of system scalability.

• Power Conservation Measure: The mobile communi-
cation cost alone is a good measure of power conser-
vation. We do not take into account the mobile com-
putation cost because it is negligible compared to the
power required for transmitting wireless data at a rel-
atively high rate [2] [3].

We note that although the above model cannot predict the
exact costs of these techniques, the intention of this per-

formance study is to predict their relative performance un-
der varying circumstances. Thus, the better technique, as
measured by the above metrics, is able to scale up better
to support a larger user community, and requires less bat-
tery power from the mobile devices.

5.2. Simulation Model

We implemented the BP-tree using a center-split strat-
egy as discussed in Appendix - splitting at the middle of
the longer dimension. The same BP-tree is used to index
the monitoring regions for both MQM techniques and the
Q-index approach. This allows us to compare the server
computation costs of these techniques fairly. The concept
of safe regionof Q-index scheme is implemented as fol-
lows. Given a mobile object, we first search the BP-tree
for the subdomain that contains its current location. We
then compute the largest circular region based on the mon-
itoring regions within the subdomain as the safe region for
this object, such that the safe region does not overlap with
the boundaries of any query. We choose not to use rectan-
gular safe region because its implementation is much more
complicated while the achieved performance is quite sim-
ilar to that of using circular safe region, as indicated in
[4]. We note that we actually compare our technique with
an improved version of Q-index in this study. Our BP-tree
approach avoids the excessive workload of computing a
safe region by limiting the consideration to only the mon-
itoring regions stored in one data node. It, however, can
achieve a near-optimal safe region. This is due to the fact
that the size of a safe region is mainly determined by the
query regions surrounding its host object. With the orig-
inal Q-index technique, it would have to examine all the
queries for the safe region of each mobile object. Obvi-
ously, this is not feasible for a real-time system. In fact,
the technique discussed in [4] determined the safe region
only once at system startup due to the high cost. The al-
gorithm has a complexity ofO(n2), wheren is the total
number of queries. It is not clear how they handle the sit-
uation when an object exits its current safe region. With
the new strategy, we can compute a new safe region eas-
ily.

Other simulation parameters are as follows. We gener-
ate 10,000 mobile objects and place them in a uniform dis-
tribution over a rectangular domain of [0...10K, 0...10K].
The performance data under other distributions such as
Gauss and Poison were also collected, but omitted here as
they are quite similar. The computing capability of these
objects follows a zipf distribution with a deviation of 0.7,
ranging from 100 to 1000 monitoring regions. Thus, the
size of BP-tree data node is set to be 100. We assume each
object has constant processing capability throughout the
simulations. Similar to [4], the velocities of these mobile



objects follow a zipf distribution with a deviation of 0.7,
and fall in between 0 and 100 per time unit. Again, the
velocity of each object is constant throughout each sim-
ulation run. Their initial moving directions are set ran-
domly. Each object moves linearly until it reaches any one
of the four boundaries of the database domain, in which
case it reflects its direction and continues to move at the
same speed. This process is repeated until the simulation
is ended.

For each simulation run, we generate a certain num-
ber of square range-monitoring queries. The sizes of these
monitoring squares range from1×1 to 100×100 and they
are placed in the domain space following a uniform distri-
bution. Each simulation run consists of two phases, and
lasts 10,000 simulated time units. During the first phase,
a new query is inserted every time unit until we have in-
serted the desired number of queries. During the second
phase, the objects continue to move around, but we do
not add any more query. The reason for separating these
two phases is due to the fact that Q-index performs poorly
whenever the system experiences new queries, because it
must examine the location of all mobile objects for ev-
ery new query. It is not interesting to compare our tech-
nique with Q-index under such circumstances. In this pa-
per, we will focus on comparing the two techniques based
on their phase-2 performance. In other words, the perfor-
mance comparisons reported in this paper are quite con-
servative. In practice, the performance improvement due
to MQM should be even more significant.

5.3. Simulation Results

The performance data collected in the second phase
are plotted in Figure 4, Figure 5, and Figure 6. All three
figures indicate that Q-index performs significantly worse
than both MQMs. The various costs of Q-index are very
high, and increase rapidly with the number of queries. Fig-
ure 4 and Figure 5 show that this approach is not scalable
since the server experiences a very heavy load of compu-
tation and communication tasks. A small increase in the
number of queries can make the server become a bottle-
neck. We have similar observations about the mobile ob-
jects in Figure 6. Apparently, Q-index requires substan-
tially more battery power as the mobile units need to com-
municate with the server much more frequently. Again,
this cost increases rapidly as we increase the number of
queries. This is another factor that limits the scalability of
the Q-index approach. On the contrary, we observe no such
problems with both MQM techniques. Compared to that of
Q-index, the curves for both of them are quite low and flat.
Briefly, we explain the performance difference between the
MQM strategy and the Q-index scheme as follows:
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• Server Processing Cost: The server processing cost
is higher for Q-index due to the following reasons.
(1) Under Q-index, the server has to examine all the
queries overlapping with the current resident domain
for potential updates each time an object exits its safe
region. This computation is often wasted since exit-
ing a safe region does not imply that the object is en-
tering or exiting any query region. As the number of
queries increases, this cost also increases, as showed
in Figure 4. (2) Under Q-index, when a mobile ob-
ject indeed enters or exits a monitoring region, it sim-
ply reports that it exits its safe region, because the ob-
ject is not aware of its nearby monitoring regions. As
a result, the server has to search the BP-tree to deter-
mine if the object enters or exits any monitoring re-
gion for potential update of query results. In contrast,
a mobile object in MQM provides the affected mon-
itoring region directly, allowing the server to retrieve
the relevant queries without looking up the BP-tree.

• Communication Costs: The communication costs are
higher for Q-index due to the following reason. A
mobile object, with MQM, does not need to report
its position until it exits its current resident domain,
which consists of one or more subdomains. In con-
trast, an object, under Q-index, must report its posi-
tion as soon as it exits its current safe region. Since a
safe region is not allowed to overlap with any query
boundaries, it is generally many times smaller than
the containing subdomain. Thus, a mobile object un-
der Q-index needs to communicate with the server
much more frequently. We observe in Figure 5 and
Figure 6 that the communication costs increase with
the number of queries. This is due to the fact that in-
creasing the number of queries reduces the average
size of the safe regions, and therefore the chance of
requesting a new safe region becomes higher.

These performance figures confirm that the proposed
MQM technique is much more efficient than the Q-index
scheme in supporting range-monitoring queries in a large
scale location-based service. In addition, the performance
difference between the two versions of MQM also shows
the effectiveness of exploiting the heterogeneous mobile
computing environment to minimize the mobile communi-
cation cost and server processing need. All three figures in-
dicate that the adaptive version of MQM constantly outper-
forms its plain version. In particular, the performance gap
widens when the number of queries increases. Without us-
ing the maximum computing capability of mobile devices,
the plain MQM incurs at least 100% more server com-
munication and processing cost than the adaptive MQM,
as showed in Figure 4 and Figure 5. Figure 6 also shows
that the plain MQM consumes significantly more battery
power. The performance difference between the two ver-

sions of MQM can be explained as follows. By loading
as many monitoring regions as its capacity allows, a mo-
bile object can have a maximum size of resident domain,
which reduces the likelihood that it will have to request a
new resident domain. Thus, the mobile device consumes
less battery power. Since the server workload mainly in-
volves navigating the BP-tree to determine resident do-
mains, a smaller number of resident domain requests will
free more server resources allowing the server to serve a
larger mobile community.

6. Concluding Remarks

The advances in GPS, GIS, and wireless technologies
will enable billions of online wireless appliances that are
location-aware in the coming years [31]. Exploiting this
enormous computing environment will bring about many
new important applications. In this paper, we addressed the
challenge of providing region monitoring services that re-
quire continuous updates of the query results in real time.
Unlike traditional database management systems which
are designed to manage data, we introduced a query man-
agement technique called MQM (Monitoring Query Man-
agement). Our technique is able to provide accurate and
real-time query results without requiring the constant lo-
cation updates from mobile objects. While it minimizes
the mobile communication overhead, the new approach
also relieves the server from having to monitor the move-
ment of mobile objects and tracking the query results.
Thus, MQM is highly scalable. In addition, the new tech-
nique allows a more capable mobile objects to trade its
processing capability for reducing communication costs.
Therefore, it is also adaptive to the heterogeneity of mo-
bile objects. To the best of our knowledge, MQM is the
only technique available today that is able to process real-
time range-monitoring queries in large-scale mobile appli-
cations.
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Appendix: BP-tree Operations
With BP-tree, the monitoring regions are grouped according to their

containing subdomains and each group is stored in one data node. Mean-
while, the domain decomposition hierarchy is captured by the organiza-
tion of BP-tree domain nodes. Before we discuss the detailed operations
of BP-tree, we define the following notations:

• Given an entry(R, P ) in a domain node,R.child node denotes
the child node pointed at byP .

• Given a BP-tree nodeD, D.domain is the domain represented
by this node,D.parent refers to the parent node who has an en-
try pointing toD (D.parent is null if D is the BP-tree root), and
D.size is the total number of monitoring regions stored in the data
nodes descending fromD.

• Given two rectangles,R1 andR2, R1 ∩ R2 represents their over-
lapping area.

6.1. Search

When the server receives messageRequestResidentDomain(oid, p, n),
it needs to determine a resident domain for the objectoid, given its
current position p and computing capabilityn. The resident do-
main should contain as many monitoring regions as possible, but
no more thann. With BP-tree, this can be done efficiently by call-
ing Search(root, p, n), whereroot is the BP-tree root:

Search(D, p, n)

1. If D.size <= n, then returnD.domain and all monitoring re-
gions indexed underD. D.domain is the new resident domain for
the requesting mobile object.

2. Otherwise, search for the entry, say(R, P ), in D such that rectan-
gleR contains positionp.

3. Recursively callSearch(R.child node, p, n).



6.2. Insert

A BP-tree is initialized as a root domain node with one empty data
node. That is, the first entry of the root is set to(R, P ), whereR is the
entire domain andP points at an empty data node. The variablesize of
the node is set to 0. When a new query arrives, the server descends the
BP-tree to look for the data nodes whose domains overlap with the query
rectangle. For each overlapping area, i.e., a monitoring region, sayr, a
new tuple(r, q) is added to the relevance table. The monitoring region is
also inserted into the BP-tree if it does not already exist in BP-tree. The
fact that only distinct monitoring regions are stored in the BP-tree allows
our technique to deal with overlapping queries. When a new monitoring
region is inserted to a data node, the variablesize of each domain node in
the searching path, from the root to the data node, is increased by 1. Thus,
given a domain node, we can know easily the total number of monitoring
regions it contains.

An insert might cause a data node to overflow. When this happens,
its domain is split. A number of decomposition schemes can be used
to split a domain. A simple approach iscenter split, i.e., split the do-
main vertically or horizontally into two equal-sized subdomains. The di-
rection of the split can be determined by comparing the dimensions of
the domain. For example, we can split on the longer dimension to avoid
having long and narrow subdomains. The monitoring regions spanning
over the split line are also split and the relevance table is updated ac-
cordingly. Each time a data node is split, the server broadcasts a mes-
sageSplitDomain(d, d1, d2) to notify mobile units that some domain
d has been decomposed intod1 andd2. We have discussed how a mo-
bile unit reacts to such a message.

When a new queryq arrives, we call BP-tree operation
Insert(D, q), whereD is set to be the BP-tree root:

Insert(D, q)

1. If D is a domain node, then for each entry, say(R, P ), in D, call
Insert(R.child node, q) if R overlaps withq.

2. If D is a data node, then do the following:

• Setr to be equal toq ∩ D.domain.

• Insert a new tuple,(r, q), to the relevance table.

• If no monitoring region inD is equal tor, then do the fol-
lowing:

– Add monitoring regionr to D.
– BroadcastAddMonitoringRegion(r) message.
– SetD′ equal toD.parent and repeat the following

until D′ is null:

∗ IncreaseD′.size by 1.
∗ SetD′ equal toD′.parent.

– If D is full, call SplitDataNode(D).

SplitDataNode(D): Split BP-tree data nodeD

1. Look for the entry, say(R, P ), in D.parent such thatP points at
D.

2. Split domainR into two subdomains,Rl andRr.
3. Broadcast messageSplitDomain(R, Rl, Rr).
4. Create two new data nodes,left andright.
5. Create a new domain node,D′, and set its two entries to be

(Rl, Pl) and(Rr , Pr), wherePl andPr point to data nodesleft
andright, respectively.

6. RedirectP in the entry(R, P ) of D.parent to point atD′.
7. For each monitoring regionRi stored inD, do the following:

• If Ri overlaps withRl and monitoring regionRi ∩Rl does
not exist inleft, then do the following:

– Insert monitoring regionRi ∩ Rl into left.
– Increaseleft.size by 1.

• If Ri overlaps withRr and monitoring regionRi∩Rr does
not exist inright, then do the following:

– Insert monitoring regionRi ∩ Rr into right.
– Increaseright.size by 1.

• If Ri overlaps with bothRl andRr , then for each tuple, say
(r, q), in the relevance table, do the following ifr is equal
to R:

– Replace tuple(r, q) with (Ri ∩ Rl, q).
– Add new tuple(Ri ∩ Rr , q) to the table.

8. SetD′.size equal toD.size and repeat the following untilD′ is
null:

• IncreaseD′.size by left.size + right.size − D.size.

• SetD equal toD′.parent.

9. DiscardD.
10. CallSplitDataNode(left) if left is full.
11. CallSplitDataNode(right) if right is full.

6.3. Delete

The Deleteoperation is used when a query, sayq, needs to be ter-
minated. The server first checks the relevance table and deletes all tuples
containingq as the relevant query. If a tuple, say(r, q), is deleted and
there are no more tuples in the table containing monitoring regionr, then
r is also deleted from the BP-tree by callingDelete(D, r), whereD
is the BP-tree root. A messageDeleteMonitoringRegion(r) is then
broadcast. Deleting a monitoring region may cause a subdomain to un-
derflow. When this happens, the subdomain and its split counterpart are
merged. When two subdomains, sayd1 andd2, are merged, the server
broadcasts a messageMergeDomain(d1, d2, l), wherel is the com-
bined list of monitoring regions insided1 andd2. The formal description
of theDelete operation is given below.

Delete(D, r): Delete monitoring regionr from the BP-tree rooted at
nodeD

1. DecreaseD.size by 1.
2. If D is a domain node, then search for the entry, say(R, P ), in D

such thatR containsr, and callDelete(R.child node, r).
3. Otherwise,D is a data node and do the following:

• Remove monitoring regionr from D.

• Call MergeUnderflows(D.parent).

MergeUnderflows(D): Merge the children nodes ofD if necessary

1. If both children ofD are data nodes and they can be merged into
one, then do the following:

• Create a new data node,D′.
• Move all monitoring regions stored in both children nodes

of D into D′.
• Search for the entry, say(R, P ), in D.parent such thatP

points atD, and redirectP to point atD′.
• DiscardD and its children nodes.

• Call MergeUnderflows(D′.parent).


